
M7200001-02-1

M7-200001-02-1

M7-20 APS 4-ID FRONT END
4 TH FIXED MASK

MAIN BODY

SEE ABOVE
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MUSCIA 4/7/98

J. CHANG 4/29/98
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ULTRA - HIGH VACUUM
TIGHT EXPLOSIVE BONDING

(FULL LENGTH ULTRA SONIC TEST NEEDED)
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MAT’L. 304L STAINLESS STEEL

MAT’L. 304L STAINLESS STEEL
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STAMP 1/4" HIGH THE LETTER "A"
ON THIS SURFACE

ON THIS SURFACE
STAMP 1/4" HIGH THE LETTER "B"
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* MACHINE AFTER EXPLOSIVE BONDING

REPRESENTATIVE AUTHORIZED TO SIGN SUCH CERTIFICATION

5. DIMENSIONS IN [  ] ARE MILLIMETERS AND

 2. WHEN MACHINING VACUUM PARTS, USE OF
   SILICONE AND SULPHUR-BASED CUTTING FLUIDS

    IS PROHIBITED. USE ONE OF THE FOLLOWING:

1. THIS IS A ULTRA- HIGH VACUUM COMPONENT (UHV)

3. FINISHING: WHEN MACHINING VACUUM PARTS USE OF
ABRASIVE PAPER OR SANDING DISCS, BUFFING OR
POLISHING COMPOUNDS, OR RESIN-BONDED GRINDING

4. CERTIFICATION OF ULTRA SONIC TEST AND VACUUM
EXAMINATION SHALL BE SIGNED BY A CONTRACTOR

FOR REF. ONLY

    A) CIMCOOL 5 STAR 49
    B) TRIM SOL

WHEELS IS PROHIBITED

NOTES:

6.263 [159.07]

3.500 [82.55]

4X .75 [19.05] X 45° CHAMFER

4X .25 [6.35] X 45° CHAMFER ADDED1 M.J.M. 8/11/98

4X .25 [6.35] X 45° CHAMFER

1 2

4X .75 [19.05] X 45° CHAMFER WAS

4X .25 [6.35] X 45° CHAMFER

2

M.J.M. 1/22/99


